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CONSTRUCTION DETAILS; GENERAL NOTES: | - TOD NO: XV131-01
: 'SHA :
A.  REMOVE EXISTING SIGNAL POLE AND MAST ARMS WITH ALL ATTACHED EQUIPMENT. 1. POWER FEED WILL BE DISCONNEGTED BY POWER COMPANY. M 2";2@"5“’;"9‘?351
REMOVE FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. CAP AND ABANDON _ 2. INTERCONNECT HEADING WEST TO BRIDGE STREET TO BE DISCONNECTED. ain Street
EXISTING CONDUIT. REPLACE BRICK SIDEWALK AS NEEDED. EXISTING SERVICE EQUIPMENT . 3. SHA FORCE SHALL REMOVE . THE CONTROLLER AND ALL AUXILIARY EQUIPMENT
TO BE REMOVED BY OTHERS. ' FROM THE CONTROLLER CABINET. ALL OTHER EXISTING TRAFFIC SIGNAL EQUIPMENT —_—
B. REMOVE EXISTING FEDESTAL POLE WITH ALL ATTACHED EQUIPMENT. REMOVE REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR. - T
FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. CAP AND ABANDON EXISTING CONDUIT. 4. ALL INTERNAL CABINET WIRING SHALL BE PERFORMED BY SHA FORCES.
REPLACE BRICK SIDEWALK AS NEEDED. 5. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO REMOVING
C. REMOVE EXISTING HANDHOLE. CAP AND ABANDON EXISTING CONDUIT. REPLACE BRICK ) EXISTING SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD ARISE THE
SIDEWALK AS NEEDED. ' CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
D. EXISTING POWER SERVICE AND SERVICE WIRE TO BE REMOVED BY OTHERS. 6. THE CONTRACTOR SHALL WORK ONE QUADRANT AT A TIME AND MAINTAIN STATE OF MARYLAND
£.  DISCONNECT AND ABANDON EXISTING LOOP DETECTOR. PEDESTRIAN ACCESSIBILITY TO ALL OTHER QUADRANTS. DEPARTMENT OF TRANSPORTATION
F.  NEW GROUND MOUNTED SIGN TO BE INSTALLED BY OTHERS. | STATE HIGHWAY ADMINISTRATION
1 G. REMOVE EXISTING INTERCONNECT CABLE. L2 OFFICE OF TRAFFIC & SAFETY
@— i | , TRAFFIC ENGINEERING DESIGN DIVISION
, MD 268 (NORTH STREET)
AT MD 7D (MAIN STREET)
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